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Permit No.: UGIY23000l

STATE OF U'I'AH
DrvrsIoN oF WA'IER QUALTTY

DEPARI'MENT OF ENVIRONMENI.AL QUALTl'y
P.O. BOX _ 16690

SALT LAKE CITY, UTAH 84II6-0690

(iround \Yater Quality Discharge pernrit

.ln conrpliance with the provisions of rhe Uuh wurer poilution Conuol Act, Tirle 19.
Chrpter 5, Utah Code Annontecl 19j3, as arnendecl,

USi\IX of Urah
Goldstrike lVIine
P.O. Box 2650

St. George, Utah 84770

is .eranted a Cround Water Quality Discharge Perrnit for the Goldstrike Mine Heap Le ach
Facilities located from latitude 31" 22' 15" to " 37 23' 30" North, and from lon$itucle I l3
5l'i0"to | 13" 55'45" wesr in accordance wirh conclitions ser forrh herein.

This Cround Water Quality Discharge Pe rmit supersedes all orher Ground Warer Disch;rroe
pern-in for this facility issued previously.

This perrnir shall become eftective on June 15. I 99fi

This perrnit and the aurhorizarion ro operare shail expire ar midnight June 15. 200j

ExecurivY Secrenry
Warei Qualiry Board
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2. Compliance Determination Method - Compliaace rvith ground water
protection levels shall be demonstrated by data from four compliance
monitoring wells in accordance with the procedures specified in
Paragraph E. If furure monitoring data indicates an exceedance of

. protection levels, compliance status will be determined in accordance
with R317-6.6. l7 including if necessary reference ro methods described
in the EPA Interim Final Guidance Documenrs entitled "starisrical
Analysis of Ground Water Monitoring Data at RCR\ Facilities", dated
February, 1989 and the July 1992 draft addendum ro rhe Inrerim Final
Guidance. Subsequent updares of this documenr shall be utilized as
available and aporooriare.

1. Faciiity Design Standard- The initial operaring faciliry was designed
and constructed during its operaring period according to the plans and
specifications approved in Contrucrion Permits approved in Nov. 3,
1988, Feb.26, 1990, and May l, 1990. Subsequent ro rhe tenninarion of
operation, the heap leach pads are being closed wirh a vegarative cover.
The cover will consist of graded and compacted subore and six to eight
inches of top soil. The top soil will be seeded in accordance with
Division of Oil Gas and Mining (DOGM) reclamation requirements. At a
minimum vegetadon must be established to a density consistent with DOGM
requirements.

2. Technology Performance Standard- The general standard to be achieved in
previously administered groundwater discharge permirs and furure post
operational permir is the prevention of any mi_grarion of wastewater in
a quantity that would cause concentrations in rhe aquifer to exceed
levels for the established beneficial use of the aouifer. Numericallv
this will be shown by:

a. No detection of process fluids in leak. detection heap leach
pad sumps

b. Flow rate for lealiage inro pond sumps shall not exceed 200
gallons per acre per day.

Closure Plan - The Closure Plan required to be submirred under part I.H.l
will become encorporated by refrence upon approval by the Executive
Jecrelarv.

3.

E.

Protection Level Poinr of Compliance The permittee wi.ll continue to



i) Are methods cited in UAC R3 l7-6-6.3A.(13), and

ii) Have detection limits rvhich are less than or equa.l to
the minimum detection levels found in Part I C, Table
I.

Analysis Parameters - the following analyses will be conducred on
all ground rvarer samples collected:

i) Field Parameters
conductance.

pH, temperature, and specific

Laboratory Parameters - including:

d)

ii)

Major Anions and Cations: including
sulfate, carbonate, bicarbonate,
potassium, magnesium and calcium.
Protection Leve I Parameters - found
I ofPart I C. above.

Weak Acid Dissociable Cyanide
Cyanide Amenable to Chlorination
Cyanide Degradation Products,
ammonia and nitrite.

chioride,
sodiur\

in Table

a
o
a

J.

including:

Discharge Minimization Performance Standard Monitoring - During rhe
period beginning with the effecrive date of rhe permit and lasting rhe
term of the permit or as stated in ar approved closure plan, the
permittee shal.l demonsrrale compliance rvith the oerfomance srandard
for the pads and ponds.

Procedures for pads.

frequency - slotted HDPE I l/2-inch leak detecrion pipes
of all pads shal.l be visually monitored daily during
operation for the presence of fluids, and the results
recorded in a log maintained by the operator. The leak
detection sumps are located along the solutions margin of
each leach pad.

sampling - upon detecrion o[ fluids in the sumps, samples
will be immediarely analyzed for rhe foltowing
constituents: pH; Cyanide (rotal. WAD and free),
Arsenic, TDS. and Nitrate-Nitrire.

(1)

(2)



(4) reporting leal<age of 490,000 gallon fresh water pond -

(a) record volumes removed
O) report above results quarterly.

F. Non-Compliance Sratus

l. Probable Out-of-Compliance Based on Exceedance of Ground Water
Protection Limis

The perminee shall evaluate the resuhs of each round of ground water
sampling and ana.lysis to determine any exceedance of the ground water
protection levels found in Table I . Upon determination by rhe
permittee that tie data indicate a ground water protection level may
have been exceeded at any downgradient compliance monitoring weI,
the permitre e shall:

a) Immediarely resample the moniroring well(s) found to be in
probable out-of-compliance, for the protection level
paramelers that have been exceeded. Submit the analytical
results tiereof, and notify the Executive Secrerary of the
probable out-of-compliance starus within 30 days of rhe
initial de rection.

)

b) Immediarely impleme nt an accelerated schedule of monthly
ground \\'ater sampling and analvsis, consistent ivith the
requirements of Part I.8.2. This monthlv sampling will
continue for at least two months or until the compliance status
can be derermined by the Executive Secrerary. Reports of the
results of rhis sampling will be submitted to the Executive
Secretar1'as soon as they are available, but not later than 30
days from each date of sampling.

Out-of,-Compliance Status Based on Confirmed Exceedance of permit
Ground Warer horection Limits

a) Out of Compliance Status shall be defined as follows:

I ) Out-of-compliance shall be defined as 2 consecurive
samples from a compliance monitoring point exceeding the
esrablished protecrion le\.e l.



non-compliance with this permit pror.ision by satisfactorily
demonstraring rhe provisions of UAC R3 l7-6-6. 16C.2.

Reporti ng Requiremenrs

l. Discharge Minimization Technology and Ground Water Monitoring
Reoort:

a) Schedule - The sampling and analysis required in part I.8.,
above, shall be reported according to Table 2, betow.

Table 2 - Compliance Monitoring Reporting Schedule

Ouaner Repon Due On

April l5
July l5
October l5
Januan'li

Sampling and Analysis Reporr - will include:

Field Data Sheets - or copies rhereof, including the
field measuremenrs, required in Part I C l(c)(l), above,
and other peninenr fteld data, such as: sample locarion,
date and time, names of sampling crew, type of sampling
pump or bail, measured casin-g volume, volume of water
purged before sampling.

Results of Sample Ana.lysis - including date sampled, date
received, ion balance; and the results of analysis for
each parameter, including: va.lue or concentration, units
of measurement, reporting .lirnir (minimum detection limit
for the examinarion), analytica.l merhod, and the date of
tie analysis.

Electronic Filing Requiremenr - In addition ro
submitta.l of the hard copy dara, above, the permittee
will be required ro electonica.lly submir the required
ground water monitoring data in an electronic format and
at a date established by the Executive Secretary. The
data may be senr by e-mail, flopp1'disc, modem or other
approved transminal mechanism.

lst
2nd
3rd
4rh

b).

(Jaa., Feb., March)
(April, May, June)
(July, Aug., Sept.)
(Oct., Nov., Dec.)

1)

.!- )

J)



Part U

Permit No. UGW450002

iI. MONITORINC, RECORDING AND REPORTING REQUIREIVIENTS

Representative Sampline. Samples taken in conrpliance w'irh the monitorin"
requirements established under Part I shall be representar.ive of the
monitored activity.

Analytical Procedures. Water sample ana.lysis must be conducted according
to test procedures specified under UAC R3 l7-6.3.A. 13, unless orher rest
procedures have been specified in this permit.

Penalties for Tampering. The Acr provides rhar any person rvho falsifies,
ttunpers with, or knowingly renders inaccurate, any moniroring device or
method required to be maintained under this permit shall, upon conviction,
be punished by a fine of not more rhan S 10,000 per violarion, or by
imprisonment for nor more than six months per violation, or by both.

Reporting of Monitoring Results. Monitoring results obrained during each
reporting period specified in the permir, shatl be submined ro the
Executive Secretary, Utah Division of Water euality at the following
address no later than the l5th day of rhe month following the complered
rennrrin c --.;^n.Pv, rus.

State of Utah
Division of Warer Quality
Department of Environmental Qua.l ity
Salt Lake Citi', Utah 841l4-48 l0
Attention: Ground Water Protection Section

Compliance Schedules. Reports of compliance or noncompliance with, or any
progress reports on interim and final requirements contained in any
Compliance Schedule of this permit shall be submitted no larer than 14 days
following each schedule dare.

Additional Monitoring b:r the Permiuee. If the permittee monirors any
pollutant more frequently than required by this permit, using approved test
procedures as specified in this permit, the results of this moniroring shall
be included in the ca-lculation and reporring of the data submitted. Such
increased frequency shall also be indicated.

Records Contents. Records of monirorine information shall include:

B.

D.

C.

F.

E.

\I.

l.
2.

J.

4.

The date, exact place, and time of sampling or measuremenrs:
The individual(s) who performed rhe sampling or measurements;
The date(s) and time(s) analyses were performed;
The individual(s) who performed the analyses;

l0



No. UGw450002

other Noncompliance Reporting. Instances of noncompliance nor required to
be reponed within 24 hours, shall be reporred at rhe time that nronitoring
repons for Part II D are submitted.

o
Part II
Permit



Pan III
Permit No. UGW,150O02

III. COMPLIANCERESPONSIBILTTIES

i Duty to Comply. The permiuee musr comply with all condirions of this
permit. Any permit noncompliance constitutes a violation of the Act and is
grounds for enforcement action; for pe rmit termination, revocation and
rerssuance, or modification, or for denial of a permit renewal application.
The permittee shatl give advance norice to the Executive secretary of the
Utah water Quality Board of any planned changes in rhe permitred facility or
activity which may result in noncompliance with permit recuiremenrs.

S. The Act provides that any

C.

person who violates a permit condirion implementing provisions of the Act is
subject to a civil penalry nor to exceed s10,000 per day oisuch violarion.
Any person who willfully or negligenrly violates permir conditions is
subject to a fine not exceeding S25,m0 per day of violarion. Any person
convicted under Secrion l9-5- I l5(2) of rhe Acr a second rime shal.l be
punished by a fine nor exceeding 550.000 per day. Norhing in rhis permit
shall be consrrued ro relieve the permirtee of the civil or criminal
penalties for noncompliance.

Need to Halt or Reduce Activit.v nor a Defense. It shall nor be a defense for a
permittee in an enforcement action thar it would have been necessary to halt
or reduce the permitted activity in order to mainrain compliance with the
condirions of rhis permir.

Duty to Mitigare. The permittee sha.ll talie all reasonable sreps to minimize
or prevent any discharge in violation of this permit which has a reasonable
likelihood of adverse ly affecting human health or the environmenr.

Proper opgration and Mainrenance. The permiuee shall ar a.ll times properly
operate and maintain ail facilities and systems of treatment and control
(and related appurrenances) which are installed or used by rhe permiuee ro
achieve compliaace with the conditions of this permit. proper operarion and
maintenance also includes adequate laboratory controls and quality
assurance procedures. This provision requires the operarion of back-up or
auxiliary faciliries or similar systerns which are installed by a permirree
only *'hen the operation is necessary ro achieve compliance with the
conditions of rhe permir.

B.

D.

E.

]J
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IV. GENERAL REQUIREMENTS

C.

Planned Changes. The permittee shall give notice ro the Execuli'e secretary
as soon as possible of any planned physicai alerarions or additions to the
permitted facility. Notice is required when the alteration or addirion
could significantly change rhe nature of the faciliry or increase rhe
quantity of pollutants discharged.
Anticipated Noncompliance. The permitree shall give advance notice of any
planned changes in the permitted faciliry or activity rvhich may resulr in
noncompliance with permit requirements.

Spill Reporting - The Permittee shall immediately report as per UCA l9-5- I l4
of the Utah Ware r Quaiiry Act any spill or lea.lcage from the iailings
impoundment or associared faciliries which is not rorally contained by a
collection system. Th.is repon shall be made ro the phone numbers given in
Part tr I l. A written reporr will be required within 5 days of the
occurrence and should address rhe requirements of UCA I9-5- I lJ and part II I
2 and 3 of this permir.

Permit Actions. This permit may be modified, revoked and reissued, or
terminated for cause. The filing of a requesr by the permirree for a permit
modification, revocation and reissuance, or rermination, or a norification
of planned changes or anticipared noncompliance, does not stay any permit
cond ition.

Duty to Reapply. If the permirree wishes ro conrinue an acrivity regulated
by this permit after the e xpirarion date of rhis permir, rhe perminee must
apply for and obtain a pcrmit rene,,val or exrension. The applicarion should
be submitred at least 180 days before the e.xpirarion date of rhis permit.

Duty to Provide information. The permittee shall fumish ro rhe Executive
Secretary, within a reasonable time, any information which the Execurive
Secretary may reques! to determine *hlther cause exists for mod.ifying,
revoking and reissuing, or terminadng tlLis permit, or to determine
compliance with this permit. The permittee shall also furnish to rhe
Executive Secretary, upon request, copies ofrecords required to be kept by
this permit.

other Information. when the permittee becomes aware that it faired to
subm.it any relevant facts in a permir application, or submined incorrect
information in a permir application or any report to rhe Executive
Secretarl,, it shall promptly submit such facts or infbrmation.

D.

E.

F.

to
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system designed to assure that qualified p€rsonnel properly garher
and evaluate the informarion submitted. Based on my inquiry of rhe
person or persons who manage the system, or those persons directly
responsible for gathering the information, rhe informarion submirred
is, to the best of my knowledge and beliei, true, accurate, and
complete. I am aware that there are significant penalties for
submitting false information, including the possibility of fine and
imprisonment for knowing violations. "

. The Act provides that any person
who knowingly makes any false sratement, representation, or ce rtification
in any record or other document submitted or required to be mainrained under
this permit, including moniroring reporrs or reporrs of compliance or
noncompliance shall, upon convicrion be punished by a fine of not more than
$ 10,000 per violation, or by imprisonment for nor more than six monrhs per
violation, or by both.

Availability of Reports. Except for dara derermined to be confidenrial by
the permittee, all reports prepared in accordance wirh the terms of this
permit shall be available for public inspection at rhe offices of rhe
Executive Secretary. As required by the Acr, permir applications, permirs,
effluent data, and ground water quality data shall not be considered
confidential.

Property Rights. The issuance of this permit does not convey any properry
rights of any sort, or any exclusive privileges, nor does it authorize any
injury to private property or any invasion of personal rights, nor any
infringemenr of federal, state or local laws or regulations.

Severability. The provisions of rhis permit are ser,erable, and if any
provision of this permit, or rhe application of any provision of rhis permir
to any circumstance, is held invalid, the application of such provision ro
other circumstances, and the remainder of this perrnit, shall not be affected
thereby.

Transfers. This permit may be automatica.lly transferred to a new permittee
if:

l. The current permirtee notifies the Executive Secretary at least 30
days in advance of rhe proposed rransfer dale:

The notice includes a written agreement brrrveen the exisring and new
permittee containing a specific date for ra:rsier of permir
responsibility, coverage, and liabiliry benveen them; ano,

K.

L.

')
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State Laws. Nothing in this permit shall be conslrued to preclude the
institution of any legal action or relieve the permirree from any
responsibiliries, liabilities, penalties established pursuanr ro any
applicable state law or regulation under authority preserved by Section l9-
5- I l7 of rhe Act.

Reopener Provisions. This permit may be reopened and modified pursuant to
R3 l7-G6.6.8 or R3l7-6-6.10.C to include the appropriare limitations and
compliance schedule , if necessary, if one or more of the following events
occurs:

I. If new ground waler srandards are adopted by the Board, the permit may
be reopened and modified to exrend the terms of the permit or to
include poiluunts covered by new standards. The permittee may apply
for a variance under rhe conditions outlined in R3 l7-6-6.4.D.

Changes have been determined in background ground water quality.')

20



US.VX GOLDSTRIKE NtrNIE
STATEMENT OF BASIS

GROUNDWATER DISCH.\RGE
PERr\4IT NO. UGw53000l

JUNE 15, 1998

I. INTRODUCTION

The Goldsrrike Mine is localed 35 miles nonhwest of Sr. George in Washington County,
Utah' The mine is operated under, a Notice of Lntenr approved by the Urah Division olOil,
Gas and Mining, a Plan of operarions approved by the Bureau of Land Management,
Construcdon and Groundwater Discharge pe rmi ts approved by the Utah Division of Water
QuaJity ard various other Stare and County permirs.

' Initial construction and mine development rvork by Tenneco Minerals began in August of
1988 and has gone through several stages of gro*ih and permiuing. USMX, Inc. boughr rhe
operation in November of 1992 and is the parent company of the current ope rator, USMX of
Utah, Inc' Mining of ore at Goldstrike ended in october of 1994. Since rhis rime operations
at the mine have consisted of metals recovery from rhe leach pads and reclamation of the
mine pits and roads. Metals recovery from the leach pads is essenrially complete ar this rinre
and decommissioning and closure are in progress.

2. FACILITES DESCRIPTION

Ponds
There are sir High Density Polyethylene (HDPE) iined ponds consrrucred ar rhe site all of
which are lined with compacted loiv permeabiliry clal hyer belorv the HDpE liner. Four
ponds, the Pregnant Solution (preg), Barren Solurion ftarren), Recycle and Rinse warer are
double lined wirh HDpE rvith a leak derection/collection sump betiueen the layers. The
remaining r*,o ponds, the Hamburg pond and Fresh \\,arer pond, ha*re a single HDpE liner
with a leak detection/col.lection sump beloiv rhe HDpE liner.

Two earthen ponds which are constructed in rhe backfiued East Hamburg pir are nor a part
of the process facilities. The rx,o earthen ponds have a combined capacity of 7,300,000
gal.lons.

lrach Pads

There are r'*'o leach pads at Go.ldsuike. Each pad was constructed rvith l2 inches of low
permeabiliry clay base. Above this is 6 inches of gravel rvhich is divided inro leak detection
ceils that drain into a collection ditch. Above the gralel is an additiona.l layer of low
permeabilirv clay which is covered by rhe HDpE liner. A rwo foor minimum depth of
crushed drain rock base was praced on the pad prior to ore roading. The reach pid, *"r.
constructed in a sloped manner so that the solurion travels throuqh the drain iock to the
Iower marsins of rhe pads. Lined collection ditches rr'-- .onr,ri.ted along rhe low side of
the pads through s'hich solutions are direcred to drop collection sumps. warer from rhe
sumps flou.rhrough a pipeline ro rhe pregnanr solurion oond.



Leach pad I has a surface area of 14.7 acres and has been loaded to a deprh of approximately
l0Ofeet. Pad2covers35.Sacresandhasanoreloadingdepthoiapproximately200feet.
L*ach pad I and 2 have a conrained volume of 1,92 1,500 and 5,9g9,g22 rons of ore
respectively.

3. WASTE MD{IMZATION STANDARDS

Water QuaJity Protection Levels - Compliance with ground water protecrion levels shall be
demonstrated by data from four compliance monitoring wells in aicordance with r1e
procedures specified in Paragraph E of the permit. If future moniroring dara indicates an
exceedance of protection levels, compliance slatus w.ill be determined in accordance wirh
R3 l7-6.6-17 including if necessary reference to methods described in the EPA lnrerim Final
Guidance Documents entitled "statistical Analysis of Ground Water Monitoring Data ar
RCRA Facilities", dated February, 1989 and the July 1992 draft addendum ro rhe Inrerim
Fina-l Gu.idance. Subsequent updates of rhis document shall be utilized as available and
appropriare.

Technology Performance Standard- The intent ofthe general standard is the prevention of
the migradon of wastewater at an excessive rare into the aquifer by rhe proper consrruction
and operation of the faciilies. Accordingly achievement of th.is standard would reduce rhe
risk of water quality standards be exceeded. Numerically this will be shown by:

a. No derecrion of process fluids in leak detectrion heap leach pad sumps.

b' Flow rate for leakage into ponds sumps shall nor exceed 200 gallons p€r acre per day.

Closure Plan - The Closure Plan required to be submirted under Pan I.H. L of the permir rvill
become incorporated by refrence upon approval by the Execurive Secretary. This rvill
describe horv the current facilities are decommisioned and managed during post operational
period and post closure monitoring.

p:\wq\permi sUrnize\wp\srn rsob. per


